WMainling)__ 1 2 Yad

te: i{-04 -2C 14 Inspection Crew_rfia;ﬁ-!c: LEP “J ‘Be Efﬁl T, M Awﬂ I, | = \?\Uu:; LA

1 Location CAmYen
2 Switch I.D. # 0 =38
3 Facing X Trailing
Rall Points )
4 Point to Point_ 51 %@
5 Point Condition

S)Y R

6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top polint protector

7 Point Opening

N__S5% R 5S4,
8 Fit
YR
9 General Condition of the Points
YR
Gage .
10 Heel of Switch'/
a)Main__ ¢ ;
a) Turnout_54:74,
Gage ahead of Bend__;&%%,

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Turnout (4‘3/5
a)Main__ L/

Stock Rail
13 Bend

/Y R

14 Condition
‘ YR

Bolts
15 Loose___» N/A
16 Missing___ ¢~ __N/A

Switch Inspection Report / Semi-Annual

Wo# _ /877665

Page 1 of 3

22 Standard Joints
(S)Y R N/A

23 Switch Plates
(S'Y R N/A

24 Adjustable Braces
®Y R NA

25 Non-Adjustable Braces

S Y R(NA)

Switch Rods
26 Front Rod

(SY R NA
27 #1 Rod (Basket Rod)
®Y R NA
28#2 Rod
Y R N/A
2643 Rod
Y R N/A
30#4 Rod
(YR NA
31 Closure Rail

Y R N/A
32 Surface of Switch

Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
©)Y R
34 Switch Adjustments
Yes (No
35 Lubrication
0K’ Dry
36 Switch Target / Lamps

@ Missing____( N@

37 Latches
Rivets (Huck Boits) (0K Broken__ Missing___
17 Loose G NA 38 Lacks
18 Missing O _NA QK/ Broken___Missing___
19 Cotter Pins missing___¢ N/A 39 Geperal Condition
20 Jam Nuts Loose____-» N/A Y R

Nashers@‘ Broken Missing 40 |fisulated Joints
Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
‘te: Inspection Crew:
1 Location Turnout Tles
2 Switch I.D. # 58 Condition
3 Facing Trailing 9 YR
44 Frog Tread N Y R 59 Rail Movement
R Y R YR
45Frog#__ ) O Tle Plates
46 Frog Point Condition 60 Lead
§YR ®YR
47 Condition of Frog 61Gurad Rail Flanqe_way
9 YR (YR N_/'¥%e R_L
48 Surface of Frog Guard Rall Flangeway can not be less 1 1/2"
(_9 YR 62 Guard Rail Plates
, ©Y R
49 Throat in Inches 24 63 Frog Plates
50 Flangeway Depth Z YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage ; 64 Loose o) N/A
51 Main Track____S&72 65 Missing o N/A
52 Turnout Track__ .S & 2%,
Gage must not be less than 56" for any Class Rivets (Huck)
66 Loose o) N/A
Guard Ralls , 67 Missing o N/A
53 Guard Rail Gage N_S¥ &3 R.SGY 68 Nuts Missing ) N/A

Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N_227@ R_$52%,
Back to Back must be less than 53 1/8"

54 Condition
8YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
®YR N/A
57 Tumout Track
&YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

69 Cotter Pins Missing o NA
70 Washers @‘i)iiroken Missing

71 Hold Down Devices
®Y R NA

72 Spring Housing
SYR 6%)
73 Derails
S Y RAAR

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

o) Difference

75 Condition of Line thru entire turnout

Y R

- ClassZandgetsaY
Remarks on page 3



Remarks Page 3 of 3

'‘Switch Date WO #

TRisii IN HEATER — s T 2200

[ RSTTED MovsmEnT TimBéep

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ’/é | Kﬂ;ﬁg\ __ Date: / l _ S'd ]LP




Yard

Switch Inspection Report / Semi-Annual

Page 1 of 3

Wo# [47T964/

te: 11-049 2014 Inspection Crew

1 Location CAM Dew
2 Switch 1.D. # 3034

3 Facing X Trailing
Rall Points
4 Point to Point 7 Vi
5 Point Condition
Y R £t
6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4% R__4%
7 Point Opening

N 4'% R A %
8Fit

R

9 General Condition of the Points

Y R
Gage .
10 Heel of Switch

a)Main__ 674

2) Turnout_ S G2

3age ahead of Bend_32:%.
Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumout__ G ¥«
a)Main__ "%

Stock Rail

13 Bend

YR

14 Condition

S YR

Bolts
15 Loose 0 NA
18 Missing___ ¢« N/A

22 Standard Joints
(Y R NA

23 Switch Plates
©Y RNA

24 Adjustable Braces
&Y R N/A

25 Non-Adjustable Braces
SYR '

Switch Rodg
26 Front Rod

®Y R NA
27 #1 Rod (Basket Rod)
(9 YR NA
28 #2 Rod
Cg Y R N/A
29 #3 Rod
(Y R NA
30 #4 Rod
YR NA
31 Closure Rail
@Y R NA
32 Surface of Switch
Y R N/A
Jsing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to11/2" 40 MPH
R= 1 1/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes (No
35 Lubrication
©K) Dry

36 Switch Target / Lamps.
OK Missing_{l:@

37 Latches

Rivets (Huck Bolts) @ Broken___Missing___
17 Loose & NA 38 Locks
18 Missing__ o  N/A (OK Broken___Missing___
19 Cotter Pins missing__¢ N/A 39 General Condition
20 Jam Nuts Logse____ & N/A (8)YR
Nashers Broken Missing 40(!_9nsulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Malnline 1 2 Yard

Frog Inspection Report/ Semi-Annual

Page 2 of 3

WO #

te: Inspection Crew:

!

1 Location
2 Switch 1.D. #
3 Facing Trailing
44FrogTréad N (YR
R @ YR
45Frog#_10
486 Frog Point Condition
®Y R
47 Condition of Frog
(9 YR
48 Surface of Frog

@YR

49 Throat in Inches A Y
50 Flangeway Depth Z
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track___ St /i
52 Tumout Track__ 5% V6
3age must not be less than 56" for any Class

Guard Ralls )

53 Guard Rail Gage N S R SV
Guard Rail- Gage must be less than 54 3/8"

54 BacktoBack N__©1Y¥. R S:%
Back to Back must be less than 53 1/8"

54 Condition
®YR

55 Location of Guard Rail (Relation to Point)

(?Y R
Gusrd Rail Clamps

56 Main Track

®YR N/A
57 Turnout Track

®Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Turnout Tles
58 Condition
YR
59 Rail Movement
®YR
Tle Plates
60 Lead
®)Y R
61Gurad Rail Flangeway
@YR N_1 R "™
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates
YR
63 Frog Plates
S YR

Bolts
64 Loose o N/A
65 Missing 0 N/A

Rivets (Huck)
66 Loose ) N/A

67 Missing 0 N/A
68 Nuts Missing 0 N/A
69 Cotter Pins Missing a2 ___N/A
70 Washers OK Broken Missing____

71 Hold Down Devices
®Y R NA

72 Spring Housing
S Y RNA

73 Derails

S YR NA

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
' beyond last long tie
LO Difference

75 Condition of Line thru entire turnout
(S)YR

Class Zandgetsa Y
Remarks on page 3



Remarks Page 3 of 3

Switch Date WO #

biock

s
Ledves 10 Suw> PT AREA~ Fipe Hazzapn

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ////[( @,&‘7/“&: _ Date: / / — 5 /[C/




Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline 1 2 Yard WO# /E797/8
te: /// "// /Y Inspection Crew 5:.% (s 4’,-{) BRI s s A /A Ajar
rava Ve /
1 Location by 9 22 Standard Joints
2 Switch 1.D. # YL -/ ®Y R NA
3 Facing 3 Trailing 23 Switch Plates
®Y R NA
Ralil Points 24 Adjustable Braces
4 Point to Point 51 /4 &)Y R N/A
5 Point Condition 25 Non-Adjustable Braces
SYR £ B SYR®NA
6 Point Throw Nothing less than 4" or greater than 5" -
Min 3 1/2" on house top point protector Switch Rods
N 4%+ _R_ 4% 26 Front Rod
7 Point Opening , (Y R N/A
N 5% R__S%n 27 #1 Rod (Basket Rod)
8 Fit ()Y R N/A
YR 28 #2 Rod
9 General Condition of the Points C@ Y R N/A
S8YR 29 #3 Rod
Gage Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main___5%: %4 Y R N/A
2) Turnout_<d% /1. 31 Closure Rail
Gage ahead of Bend__5U 34, Y R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
S YR NA

12 Heel Spread in Inches
a) Turnout pyﬂf
a) Main O 7
Stock Rail
13 Bend
@YR
14 Condition
SYR

Bolts
15 Loose__ © N/A
16 Missing__ O N/A

Rivets (Huck Bolts)
17 Loose Q N/A

18 Missing___ O N/A
19 Cotter Pins missing 0 _NA

Using a 62' cord

S= Up to 1" Max allowed Speed
Y=1" to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service

33 Head Block ties
34 Switch Adjustments
Yes gcd

35 Lubrication

OKR Dry
36 Switch Target / Lamps

OK Missing (NIA)
37 Latches

p/K? Broken___Missing____
38 Locks

OK Broken___Missing___
39'General Condition

20 Jam Nuts Loase QU NA
Nasher(?}/ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

S9YR

40 1nsulated Joints
(57



Frog Inspection Report / Seml-Annual

Page 2 of 3

WO #

Mainline 1 2 Yard

te: Inspection Crew:
1 Location
2 Switch 1.D. #

3 Facing Trailing
44FrogTread N (YR
R (‘é YR
45 Frog#__ &
46 Frog Point Condition
(YR
47 Condition of Frog
YR
48 Surface of Frog
YR

49 Throat in Inches 3%
50 Flangeway Depth Z
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track_ SC %

52 Turnout Track__35¢ ¥g
3age must not be less than 56" for any Class

Guard Rails .

53 Guard Rail Gage N__34% #. R__y+¥%
Guard Rail Gage must be less than 54 3/8"

54 BacktoBack N_22%. R__32%
Back to Back must be less than 53 1/8"

54 Condition

YR

55 Location of Guard Rail (Relation to Point)
®YR

Guard Rail Clamps

56 Main Track

(OYR N/A
57 Turnout Track
@ YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Turnout Tles
58 Condition
YR
59 Rail Movement
YR
Tle Plates
60 Lead
YR
61Gurad Rail Flangeway _
G)YR N_J% R_17%
‘Guard Rall Flangeway can not he less 1 1/2"
62 Guard Rail Plates

YR

63 Frog Plates

(SSY R
Bolts
64 Loose ) N/A
65 Missing o N/A
Rivets (Huck)
66 Loose o N/A
67 Missing 2 N/A
68 Nuts Missing Q N/A

69 Cotter Pins Missing 0 NA
70 Washers (C_)L() Broken Missing

71 Hold Down Devices
(8)Y R NA

72 Spring Housing
S YR

73 Derails —

SYR@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

©OK  Difference

75 Condition of Line thru entire turnout

/B YR

- Class 2andgetsaY

Remarks on page 3



Remarks Page 3 of 3

Switch Date Wo #

; i ¥
SOHEED  STRAIGH O

Teasn 10 e Aped - Cite Hazzaen

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ,% » {S &47’#4 Date: / / "QST’ / (]6




Mainline 1 2 Yard

te: _Z;/ 47/ s Inspection Crew fé’é{ézﬂ/ , j/@/’/@//; /%w;/xf ,ﬂl('/;/ @

1 Location CAMPpeN
2 Switch I.D. # 30 =)

3 Facing Trailing _X

Rall Points
4 Point to Point 32 Y,
5 Point Condition

Y R

6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4 R_4
7 Point Opening 7

N__ 4% R_4%
8 Fit

R
9 General Condition of the Points
®YR
Gage
10 Heel of Switch
a) Main ﬂ»“yﬁ
a) Tumout__ ¢, Vi

Gage ahead of Bend __S{_Lye.

Must not be less than 56" or more than 57" for "'S"

12 Heel Spread in Inches

Switch Inspection Report / Semi-Annual

WO# /6774659

Page 1 of 3

22 Standard Joints
(®Y RNA
23 Switch Plates
Y R N/A
24 Adjustable Braces
(®Y R NA
25 Non-Adjustable Braces

S Y RNA)
Switch Ro

28 Front Rod
S)Y R N/A
27 #1 Rod (Basket Rod)
S YRNA
28#2 Rod
Y R N/A
293 Rod
S YR NA
30 #4 Rod
@ YRNA
31 Closure Rail
Y R N/A
32 Surface of Switch
&)Y R NA
Using a 62' cord

a) Turnout__(» '/2 S= Up to 1" Max allowed Speed
a) Main__(»*%, Y=1"to 1 1/2" 40 MPH
R=1 1/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Qut of Service
13 Bend 33 Head Block ties
SYR gv R
14 Condition 34 Switch Adjustments
@Y R Yes
35 Lubrication
Boits QK) Dry
15 Loose__O N/A 36 Switch Target / Lam
16 Missing_cy__N/A OK Missing E;/Z)
37 Latches N
Rivets (Huck Bolts) K Broken___Missing___
17 Loose__ 0 N/A 38 Locks
18 Missing___ () N/A Broken___Missing___
19 Cotter Pins missing_¢© N/A 39 General Condition
20 Jam Nuts Loose___ 0 N/A (S)Y R
Washers @ Broken Missing 40 Insulated Joints

Remarks on Page 3
JBW/WEM Mod. 09-15-08

(3 YR



Frog Inspection Report/ Semi-Annual

Page 2 of 3

Malinline 1 2 Yard WO #
Ye: Inspection Crew:

1 Location Turnout Tles

2 Switch |.D. # 58 Condition

3Facing pa"'* Trailing %

44 Frog Tread N YR
R Y R

4A5Frog#_1¢©
486 Frog Point Condition
(YR
47 Condition of Frog
QYR
48 Surfaca of Frog

@YR

49 Throat in Inches__J3%-
50 Flangeway Depth____ 2
Flangeway Depth must not be less than 1 1/2"

Gage

51 Main Track st Y.
52 Turnout Track___ 3¢ ¥¢

Gage must not be less than 56" for any Class

Guard Ralls A
53 Guard Rail Gage N_4'/. R_34'4
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_Sy Vie RSz /e
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
568 Main Track
(YR N/A
57 Tumnout Track
éY R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

(§YR
59 Rail Movement
JY R
Tle Plates
60 Lead
S YR
61Gurad Rail Flangeway
év R N_Im R ™
_Guard Rall Flangeway can not hs less 1 1/2"

62 Guard Rail Plates

S YR
63 Frog Plates
S)Y R

Bolts

64 Loose < N/A
65 Missing Lo N/A
Rivets (Huck)

66 Loose €2 N/A
67 Missing ) N/A
68 Nuts Missing 42 N/A
69 Cotter Pins Missing o N/A

70 Washersﬁ@ Broken Missing

71 Hold Down Devices
@ Y R NA

72 Spring Housing
S Y RN,

73 Derails
S Y R(NA)

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50° beyond last long tie

Difference

75 Condition of Line thru entire turnout

S YR

- ClassZandgetsaY

Remarks on page 3



Remarks Page 3 of 3

| Switch Date WO #

Bear #1 Rop (Basker]

SHEUED BRR_Cv BT

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: {% ﬁd;/[,—-«::: Date: / / ~5 -1 ¢




Switch Inspection Report / Semi-Annual Page 10of 3

Mainline 1 2 Yard wWo# /{79723
‘e: _[// ’7’/’7 Inspection Crew ); /7/5/%/&, DR, v/ //;’//"VJ/?? _.ﬂ/fay//}p
ik / / /
1 Location HAm AU"j 22 Standard Joints
2 Switch I.D. # Y2- 38 S YRNA
3 Facing Trailing X 23 Switch Plates
S YR N/A
Rall Points ‘ 24 Adjustable Braces
4 Pointto Point__ S/ %4 - S YR N/A
5 Pgint Condition 25 Non-Adjustable Braces
SYR SYRNA

6 Point Throw Nothing :Iess than 4" or greater than 5"
Min 3 1/2" on house top point protector Switch Rods

N 44 R__4" 28 Front Rod
7 Point Opening , SYRNA
N 4V R__4'%c 27 #1 Rod (Basket Rod)
8 Fit S YRNA
(YR 28 #2 Rod
9 General Condition of the Points S YR NA
G(S YR 29 #3 Rod
age . S Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main__3¢.% ®)Y R NA
~\ Turnout_o{37.. 37 ¢ 31 Closure Rail
3age ahead of Bend___SC %5 S YR NA
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
S YR NA
12 Heel Spread in Inches Using a 62' cord
a) Tumout__ (o« S= Up to 1" Max allowed Speed
a) Main___ @/ Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
SYR SYR
14 Condition 34 Switch Adjustments
SYR Yes No
35 Lubrication
Bolts OK Dry
15 Loose N/A 36 Switch Target / Lamps
18 Missing N/A OK Missing N/A
37 Latches
Rivets (Huck Bolts) OK Broken__ Missing___
17 Loose N/A 38 Locks
18 Missing N/A OK Broken___ Missing___
19 Cotter Pins missing N/A 39 General Condition
2n -Jam Nuts Loose N/A SYR
. Nashers OK Broken Missing 40 Insulated Joints
SYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



: Frog Inspection Report / Semi-Annual Page 2 of 3
Mainline 1 2 Yard WO #
e: Inspection Crew:
1 Location Turnout Tles
2 Switch 1.D. # 58 Condition
3 Facing Trailing Y R
44 Frog Tread N SY R 59 Rail Movement
R YR YR
45 Frog# _© Tle Plates
46 Frog Point Condition 60 Lead
s (UR B YR
47 Condition of Frog 61Gurad Rail Flangeway
)Y R R N_i% R_ 1%
48 Surface of Frog Guard Rall Flangeway can not bs less 1 1/2"
G YR 62 Guard Rail Plates
| (8)Y R
49 Throat inInches ﬁ/} 63 Frog Plates
50 Flangeway Depth 2 @ YR
Flangeway Depth must not be less than 1 1/2" '
Boits
Gage . 64 Loose [ N/A
51 Main Track___ S& %« 65 Missing I N/A
52 Turnout Track__ S ¥/
age must not be less than 56" for any Class Rivets (Huck)
66 Loose o N/A
Guard Rails 67 Missing e N/A
53 Guard Rail Gage N_S4%. R _Su'2 68 Nuts Missing O N/A
Guard Rall. Gage must be less than 54 3/8" 69 Cotter Pins Missing © __NA

54 BacktoBack N_S2%4 - R 327
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
'S YR

(-

Guard Rail Clamps
56 Main Track

YR N/A
57 Tumout Track
@ YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

70 Washers Q_IS)Broken Missing

71 Hold Down Devices
Y R NA
72 Spring Housing
SYRWN
73 Derails

S YR WA)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
' beyond last long tie
Difference

75 Condition of Line thru entire turnout
©YR

“Class2andgefsayY
Remarks on page 3



O 4

Remarks Page 3 of 3

Switch Date WO #

TRAS WA
SHEUED L <Teaien i 1.7

G&PI‘!‘EH LA STPWMIenT o1

SHEuWED Elct ©T

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /f//, (J{’m#‘/ __Date: / / —~S - | L




Switch Inspection Report / Semi-Annual

Page 10of 3

Malnline 1 2 Yard WO# /47971¢
~\te: /4/ 7// 4 Inspection Crew 5&4/4{‘%/ f/ V///; Y 2 /,/(/i /2 ({ fer
1 Location /1407 bvr ) 22 Standard Joints
2 Switch I.D. # Yd =3 4 Y R NA
3 Facing Trailing Y 23 Switch Plates
(Y R N/A
Rall Points 24 Adjustable Braces
4 Point to Point =57 % CS)Y R N/A
?_ Point Condition 25 Non-Adjustable Braces
S’Y R, T SYR
8 Point Throw Nothing less than 4" or greater than 5" @D
,. MiIn31/2" on house top point protector Switch Rods
N 4% R 4% 26 Front Rod
7 Point Opening B G YRNA
N o R ) 27 #1 Rod (Basket Rod)
8 Fit (Y RNA
YR 28 #2 Rod
9 General Condition of the Points ®YRNA
8 YR 29 #3 Rod
Gage . SY R NA
10 Heel of Switch 30 #4 Rod
a) Main__{, (®Y R NA
a) Turnout__(.. /¢ 31 Closure Rail
3age ahead of Bend__ (> /iy Y R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
Y R NA

12 Heel Spread in Inches

a) Tumout__ 5% %_

a) Main__.57.54.

Stock Rall
13 Bend

YR
14 Condition
@ YR

Bolts

15 Loose O N/A
18 Missing__ > N/A

Rivets (Huck Bolts)
17 Loose_ O N/A

18 Missing___ 0 N/A

19 Cotter Pins missing___ 0 N/A

Using a 62' cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes (No
35 Lubrication
ox Dy
36 Switch Target / Lamps
OK Missing
37 Latches
(OK Broken__ Missing___
38 Locks
(OK Broken___Missing___
39 General Condition

20 Jam Nuts Loose O NA (_S) YR
2 Vashers (OK) Broken Missing 40 Insulated Joints
S/Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Page 2 of 3

Mainline 1 2 Yard WO #
te: Inspection Crew:
1 Location Turnout Tles
2 Switch I.D. # 58 Condition
3 Facing Trailing @Y R
44FrogTread N ©YR 59 Rail Movement
R S(YR YR
45 Frog# _© Tle Plateg
46 Frog Point Condition 60 Lead
® YR SYR
47 Condition of Frog 61Gurad Rail Flan?eway e
®YR ©YR N_I% R _[I'“e
48 Surface of Frog Guard Rall Flangeway can not bhe less 1 1/2"
®YR 62 Guard Rail Plates
, YR
49 Throat in Inches___3 /o 63 Frog Plates
50 Flangeway Depth__ L S) YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage . 64 Loose o N/A
51 Main Track___ 50, 2 65 Missing © NA
52 Turnout Track__o72. 72
3age must not be less than 56" for any Class Rivets (Huck)
‘ 66 Loose j®) N/A
Guard Rails 67 Missing ®) N/A
53 Guard Rail Gage N__.5% "€ R_5v %. 68 Nuts Missing < _NA

Guard Rall Gage must be less than 54 3/8"
54 Backto Back N__32%¢ R Sz
Back to Back must be less than 53 1/8"

54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rall Clamps
56 Main Track
@YR N/A
57 Tumout Track
QYR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

69 Cotter Pins Missing G _N/A
70 Washers @ Broken Missing

71 Hold Down Devices
8)Y R NA

72 Spring Housing
SYRN

73 Derails
SYR

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50° beyond last long tie

Difference,

75 (%ondition of Line thru entire turnout
SYR

- ClassZandgetsaY
Remarks on page 3



Remarks Page 3 of 3

'Switch Date WO #

RiA STRALGHT 497 SHELED

Ali rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ’/{ / \”,5/19 ;/K___/::’:‘J __ Date:




= Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 2 Yard WO# /6885072
' D~ )W
ite: /// ﬁ/ Ao/ Inspection Crew |~ PL,\ A AN ,-.il“; WhW.n (4/. Nccaca
s 7
1 Location wes7T ART _ 22 Standard Joints
2 Switch I.D. # 115~ 38 3 Y R N/A
3 Facing Trailing [/ 23 Switch Plates
S)Y R N/A
Rall Points _ 24 Adjustable Braces
4 Pointto Point_ 5 | /S Y R N/A
5 Point Condition 25 Non-Adjustable Braces
YR @Y R N/A
6'Point Throw Nothing less than 4" or greater than 5" \ -
Min 3 1/2" on house top point protector Switch Rods
N - R £ e 28 Front Rod
7 Point Opening T S& R N/A
N ! R__. 27 #1 Rod (Basket Rod)
8 Fit ('S)Y R N/A
©YR 28 #2 Rod
9 General Condition of the Points S Y R NA
(?Y R 29 #3 Rod
Gdge S) Y R NA
10 Heel of Switch 30 #4 Rod
a)Main_5¢ e S)Y R N/A
a) Turnout_L_ /1 { 31 Closure Rail
. Gage ahead of Bend (S YR NA
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
S YR N/A
12 Heel Spread in lnches Using a 62' cord

a) Turmout (
a)Main__ L “4

Stock Rall
Bend
SYR
14 Condition
(S)Y R

Bolts ‘
15 Loose__. ____N/A
16 Missing__-~__ N/A

Rivets (Huck Bolts)
17 Loose__ () N/A

18 Missing__ ) N/A
19 Cotter Pins missing__ {1 N/A

S= Up to 1" Max allowed Speed

Y= 1" to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

34 Sdﬂtch Adjustmants
Yes No/
35 Lubrication
'OK ) Dry
36 Switch Target / Lamps
OK’' Missing_ / N/A
37 Latches
OK )Broken_¢" Mlssmg
38 Locks
OK . Broken_{_.Missing_{."
39 General Condition

”A Jam Nuts Loose U N/A
Washers (OK | Broken__) Missing//

Remarks on Page 3
JBW/WEM Mod. 09-15-08

SYR
40 Insulated Joints
f S §Y R



Frog Inspection Report / Seml-Annual

Page 2 of 3

Malnline 1 2 Yard WOo# |/,8R0721
{ £ ¥ ;

jLLH \\/ [1 / A0 Vf’l Inspection Crew: \1\ N aannd /C!.:;La AL, A L i L/, P o
1 Location coest Bl Turnout Tles ‘
2 Switch I.D. # us 213 58 Condition
3 Facing Trailing 'SYR
44 Frog Tread N @_; R 59 Rail Movement

R SYR s/YR

45 Frog # (z C Tle Pla
46 Erog Point Condition 60 Lead

év R /é)’a Y R
47 Condition of Frog 61Gurad Rail Flangeway oy

YR (SYR N_L 2/ RMN&
48 Surface of Frog __Guard Rall Flangeway can not he less 1 1/2"

SDR
. {

49 Throat in Inches__5/ -
50 Flangeway Depth____ "/
Flangeway Depth must not he less than 1 1/2"

Gage
51 Main Track
52 Turnout Track___ (- )

Gage must not be less than 56" for any Class

Guard Ralls c

53 Guard Rall Gage N_5' 7% RS 2%
Guard Rall-Gage must be less than 54 3I8"

54 BacktoBack N_5 1 > /4; RoZL Vi
Back to Back must be less than 53 1/8"

54 Condition
S)YR

55 Location of Guard Rail (Relation to Point)
SYR

Guard Rail Clamps

56 Main Track

(S\'YR N/A
57 Turnout Track

@Y R N/A

— Class 1 Gage 56" to 57 1/2" ..
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"
More than 57" to 57 1/4" downgrade to

62 Guard Rail Plates
(§YR
63 Frog Plates
/3 ]Y R
Bolts
64 Loose Q) N/A
65 Missing 0 N/A

Rlvets (Huck)
66 Loose ) N/A

67 Missing Q N/A
68 Nuts Missing Q N/A
69 Cotter Pins Missing __ U  N/A
70 Washers OK Broken__ L) Missing_[?

7 Id Down Devices
R N/A
72 Spring Housing
(SYR NA
73 Derails >
SYR N!A)

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

©K) Difference

75 Condition of Line thru entire turnout
SN R
=

- Class 2andgetsa Y
Remarks on page 3



o R Remarks Page 3 of 3

swich  [|S 35 pate _11/1/ 14 _ wos 1678072~

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /W K 0?/2% . Date: L 71 ”T’Z/ ”‘ t L‘(




Switch Inspectlon Report / Seml-Annual

Mainiine 1 2 Yard

Page 1 of 3

WO# /68 So%o

(.-: /} -{’);s.,-ﬂ

) 'S ‘\
te: i /Vf{o) ory Inspection Crew () \o.n U\ AN ,.-f?k 1 7.4

1 Location WEST PerT
2 Switch 1.D. # [15~ _3A '
3 Facing Traiing L
Rall Points |
4 Point to Point 5 l /f
5 Point Condition

S (?) R.

8 Point Throw Nothing :Iess than 4" or greater than 5"
Min 3 1/2" on house top point protector

N_/L R__
7 Point Opening

N_// /] R

8 Fit

‘SYR

9 General Condition of the Points
('Y R
Gage .
10 Heel of Swﬂch
a) Main__ & /7
a) Tumout 5G4 T
'Gage ahead of Bend__;~ -~
Must not be less than 56" or more than 57" for "S"

12 Heel Spread in &nches

22 L?dard Joints
R N/A
Switch Plates
( Y R N/A
24 Adjustabla Braces
S,/Y R N/A
Zs,hkon-Ad]ustabla Braces
(S'Y R N/A

Switch Rods
28 Front Rod

S)Y R N/A
27 #1 Rod (Basket Rod)
S'Y R N/A
28 #2 Rod
((S)Y R N/A
29 #3 Rod
S)Y R N/A
30'#4 Rod
(8 YR NA

31 Closure Rail
S)Y R N/A
32 ce of Switch

S\Y.R N/A
Using a 62' cord

a) Tumout_C /7 S= Up to 1" Max allowed Speed
a) Main_{» ‘gf] Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
@ YR s(Y
14 Condition 34 Switch Adjustments
sYR Yes @d}
35 Lubrication
Bolts (OK Dry
15 Loose__ O N/A 36 Swntch Target / Lamps
16 Missing_ () N/A OK) Missing_;  N/A
37 Latches
Rivets (Huck Bolts) “OK Broken Mlssmg__
17 Loose___ O N/A 38 Locks O
18 Missing___ <) N/A OK/ Broken_( Missing_*
19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Logse N/A S'YR
Washers fb Broken__() Missing__( ) 40 g,,rls\uvlated Joints
= g SYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Mainline 1 2 Yard

Frog Inspection Report / Semi-Annual

Page 2 of 3

WoR \LARD3H

te:  11/9/2011

Inspection Crew: P) I?o\_ AES \cea /\/{_ ;4'!{,&\ (i \87“_,;_/

1 Location ey Pock
2 Switch I.D. # 15 2A /
3 Facing Trailing v
44 Frog Tread N @Y R
R YR
45 Frog #J_ ’
46 Frog Point Condition
®YR
47 Condition of Frog
S'Y R
48 Surface of Frog
s (Y)R

49 Throat in Inches 3 Z
50 Flangeway Depth A
Flangeway Depth must not be less than 1 1/2"

Gage _

51 Main Track ) {7 D/é

52 Tumout Track__ < "/l
>Gago must not be less than 56" for any Class

Guard Ralls

53 Guard Rail Gage N S R jg‘{ 5/ 5
Guard Rall Gage must be less than 54 3/8" .

54 BacktoBack N.92 4 RSA ¥3
Back to Back must be less than 53 1/8"

54 Condition
(YR

55—chation of Guard Rail (Relation to Point)

\S)YR

Guard Ralil Clamps

56, Main Track
S’Y R N/A

57 Tumout Track

@Y R N/A

_Class 1 Gage 56" to 57 1/2" = _
More than 57 1/2" Out of Service

Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

(/)
Turnout Ties
58 Condition
QYR
59 Rail Movement
YR
Tis Plateg
6p-l.ead
YR
61Gurad Rail Flangeway 7
@ YR N R\ %
Guard Rall Flangeway can not be less 1 1/2"
62 Quard Rail Plates

Y R

63 Frog Plates
QYR

Bolts |
84 Loose 9, N/A
65 Missing ) N/A
Rivets (Huck)
66 Loose @) N/A
67 Missing o N/A
68 Nuts Missing N/A
69 Cotter Pins Missing __ [/ N/A

70 Washers OK Broken__{7} Missing_#

71 Hold Down Devices
$S)Y R NA
72 Spring Housing
éY R NA
73 Derails
S Y R(NA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
' beyond last long tie
O Difference

75rCondition of Line thru entire turnout
S ¥R

Class 2andgetsaY
Y,
Remarks on page 3



Remarks Page 3 of 3

swith 1S 3 A Date H/ﬂ/H wo# Il Ees0

} § ]
i
{ A . A J

> |
JYpoe K

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: M fﬁ%}'fﬁ““ Date: / / // Z __/ -




Switch Inspection Report / Semi-Annual Page 10of3

Mainline 1 2 Yard

o /4/ﬂf--’fzo/v inspection Crew V- \ % oo M AVnn (W00

1 Location W 6“57‘/0 RT

2 Switch I.D. # s 1A
3 Facing L// Tra|I|ng

Rall Points
4 Point to Point

5 Point Condition
SYR

8 Point Throw Nothing Iess than 4" or greater than §"
| Min312" ,°_',‘ house top point protector

NYVIA R Y?
7Pomt0p ning i
.’Lf ?“k R E;": ffj,,
aFnt
SYR

9 Q.enaral Condition of the Points
;Y R
Gagg
10 Heel of Switch
a) Main__-
2\ Turnout
sage ahead of Bend

Must not be less than 56" or more than 57" for 'S"

12 Heel Spread in Inches

WO # /68 oL

22i andard Joints
S Y R NA
23 'Switch Plates
8 YRNA
24 Adjustable Braces
Y R NA
25 Non-Adjustable Braces

(S)Y R N/A

Switch Rodg
26 Front Rod

(\JY R N/A

27 #1 Rod (Basket Rod)
(s Y R N/A

28 #2 Rod
S)Y R N/A

29 #3 Rod
g§)Y R N/A

30 #4 Rod
S Y R N/A

K Closura Rail
(S)Y R N/A

32 Surface of Switch
S YR NA
Using a 62' cord

a) Turnout S= Up to 1" Max allowed Speed
a) Main Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
S)Y R @)Y R
14 Condition 34 Switch Adjustments
(S)Y R Yes (No)
35 Lubrication
Bolts (K Dry
15Loose__ () N/A 36 Switch Target / Lamps
18 Missing_ ) N/A OK) Missing_() _N/A
37 Latches
Rivets (Huck Bolts) OK | Broken \Mlsslng (
17 Loose___ _ N/A 38 Locks
18 Missing NIA \OK) Broken__Missing___
19 Cotter Pins missing, N/A 39 General Condition
20 -lam Nuts Loose ___NA SYR
fashers @_K) Broken < _Missing 40 Insulated Joints
e S Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Mainline 1 2 Yard

Frog Inspection Report/ Semi-Annual

Page 2 of 3

woz |/, KX¥nald

g

mu\ T ks »lu«x

Inspection Crew: j

"t |l f(,/‘ar.j':n_:g

1 Location
ZSW|tchIDV \\\
3 Facing Tr?
44 Frog Tread N Y R
R S/)Y R
45 Frog #
46 Frpg Point Condition
SWYR
47 Condition of Frog
‘S YR
48 Surface of Frog
s @R

49 Throatin Inches___ "/,
50 Flangeway Depth 2
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track /.
52 Tumout Track__~.. '/ 2

"-‘]-age must not be less than 56" for any Class

Guard Ralls _ a
53 Guard Rail Gage N r 54 Y6
Guard Rall Gage must be Iess than 54 3/8"
54 BacktoBack N_‘2 'YL R 92 YL
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
(s)Y R
Guard Rail Clamps
59, ain Track
(S]YR N/A
57 Turnout Track
(YR N/A

_.Class 1 Gage 56" to 57 1/2*
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

1/
Turnout Ties
58 Condition
59 Rail Movement
@YR
Mr:m

6/055
B1Gurad Rail Fiangeway /.
YR N7/t R 72
Guard Rall Flanuaway can not he less 1 1/2"
62 Guard Rail Plates

(YR

63 Frog Plates

@ Y R
Bolts
64 Loose Q N/A
65 Missing 9, N/A
Rivets (Huck)
66 Loose () N/A
67 Missing 8] N/A
68 Nuts Missing ) N/A

69 Cotter Pins Missing () N/A
70 Washers OK Broken__{ Missing{

Y R NA
72°Spring Housing
Y R NA
73 Derails
SYR

7@old Down Devices

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

(’OK(’ Difference

75 Condition of Line thru entire turnout
®OYR

Class 2andgefsaY
Ré%arks on page 3

:‘”L’l. A[/ LL‘LI' Y ({/)a r{r LA ga n"/



T

Remarks Page 3 of 3

switeh |15 [ A Date ]l/”f/["} wo# 167A0472

F( 20 O at Yoo uﬁl coad s \

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or % Service

Date: //‘“/Z'- //{

Reviewed by: -

L




Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 2 Yard

wWo# /68813y

, ; ~ . ] .“‘_
“)ate: gé_/_&’ / Lory InspectionCrew \© .\ ., .. AN . \\ rlag j ALY

1 Location

2 Switch I.D. # [} /B
3 Facing L Trailing

Rail Points )

4 Point to Point D |

5 Point Condition
S)Y R

6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

A J
F | ,. f P
(1] F ! WY
N ey 4

7 Point, Opemmg ;
NV /A rR__SY4
8 F|t

OYR
9 General Condition of the Points

@Y R

Gage

10 Heel of S\mtcr;
a)Main__ v

a) Turnout_ ) ;..f‘f/-' &
}Gage ahead of Bend__5
Must not be less than 56" or more than 57" for "S"

12 Heel Spread i in Inches
a) Turnout C 74
a) Main___( 54/

Stock Rail

13 Bend

14 _Condition
'S

Bolts
15 Loose ¢ N/A
16 Missing__ N/A

Rivets (Huck Bolts)
17 Loose - N/A

18 Missing__ 7 N/A
19 Cotter Pins missing___ (" N/A

22 Standard Joints
Y R N/A
23 Switch Plates
"SYRNA
24 Adjustable Braces
'S/Y R N/A
25 Non-Adjustable Braces
@Y R N/A

Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
(9Y R NA
28 #2 Rod
(S)Y R N/A
29 #3 Rod
(S)Y R N/A
30 #4 Rod
S)Y R N/A
31 Closure Rail
§'Y R NA
32 Su ace of Switch
S\YY/R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 SW|tch  Adjustments
Yes No
35 Lubrlca on
¢ OK ) Dry
36 SWltCh Target / Lamps
\OK/ Missing_{% _N/A
37 Latches
OK) Broken{ Missing Q.
38 Locks ~
{OK' Broken_{ Missing | |
39 General Condition

20Jam NutsLoose_____ O N/A
Nashers OK'; Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

7S)Y R
40 Insulated Joints
SYR



Frog Inspection Report / Semi-Annual Page 2 of 3
Mainline 1 2 Yard wo# \687 \3¢)
4 f |
Sate: | \/ 4 /9n01¢l _ Inspection Crew: E} ?M,.- e M Al e B ugk
1 Location coesy Yool Turnout Ties
2 Switch I.D. # LIS -5 58 Cqndition
3 Facing Trailing S¥R
44 Frog Tread N Y R 59 Rail Movement
R @YR Y R
45 Frog # jZ Tie Plates
4§,.Erog Point Condition 60 Lead
S)Y R §YR
47 Condition of Frog G%rad Rail Flangeway s
(§ YR YR N6 R 4
48 Surface of Frog Guard Rail Flangeway can not be less 1 1/2"
SY)R 62.Guard Rail Plates
R (8JYR
49 Throat in Inches 97 2 63 Frog Plates
50 Flangeway Depth___ | " /! & S'Y R
Flangeway Depth must not be less than 1 1/2"
Boits
Gage L 64 Loose Q N/A
51 Main Track b V2 65 Missing 0 N/A
52 Turnout Track___>(» /2
)Gage must not be less than 56" for any Class Rivets (Huck)
, 66 Loose [ N/A
Guard Rails _ Py 67 Missing 0 N/A
53 Guard Rail Gage N_ 59 2. r 59 “/le 68 Nuts Missing N/A

Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N 32 33 R5Z Vi
Back to Back must be less than 53 1/8"
54 Condition
‘S/Y R
55 Lacation of Guard Rail (Relation to Point)
(S YR
Guard Rail Clamps
ain Track

56
g&Y R N/A
5/- ‘urnout Track

*._ /Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

Remarks on page 3

_ _(S)I¥YR

69 Cotter Ping___l\ﬂissing % N/A
70 Washers( OK Broken_() Missing®

71 Hold Down Devices
(S'Y R NA
72 Spring Housing
Y R N/A
73 Derails —
S YR NA)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

@ Difference

75 Condition of Line thru entire turnout




Remarks Page 3 of 3

) Switch Hs 13 Date H/"(/H wos 14 88139

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /%V/ K ‘M_/JZ‘;_/) - Date: / /‘/ - */ (—F




